CNC-Bohrfutter HSK und SK
CNC-drill chucks HSK and SK

CNC-Bohrfutter « Mit Hohlschaft und Steilkegel PG02
CNC-Drill chucks * For positive taper lock or quick release taper

SK/HSK

Technische Daten / Technical data:

42.030.090 1-13 50 90 92 SK30 verzahnt
42,030.096 1-13 50 90 96 SK30 Ausfiihrung 1 Ausfiihrung 2
42030117 113 50 m 17 SK30 Version1  Version2
42.030.101 3-16 57 90 101 SK30 Spannbereich 1-13mm 3-16mm
42.030.122 3-16 57 m 122 SK30 Clamping Range
42.040.096 1-13 50 90 96 SK40 max. Rundiaufabweichung 0,03mm 0,03mm
42.040.101 3-16 57 90 101 SK40 (bei Anzugsmoment) (von 15Nm)  (von 15Nm)
max. concentricity error
42.032.090 1-13 50 90 96 HSK32E (for tightening forque)
42.050.122 1-13 50 1né6 122 HSK50F
42050127 316 57 ne 127 HSK50F AL SR SO NI
(bei Anzugsmoment) (von 20Nm) (von 20Nm)
42.063.103 1-13 50 97 103 HSK63F Gripping force
42063108  3-16 57 102 108 HSK63F (for tightening forque)
42.051.122 1-13 50 116 122 HSKS0E max. zul. Drehzahl 35000 U/min 35000 U/min
42.051.127 3-16 50 16 127 HSKS0E max. speed
42.063.110 1-13 50 12 18 HSK63E

42063115 316 57 17 123 HSK63E
42063120  1-13 50 123 129 HSK63A
42063122 316 50 129 135 HSK63A
42080150 316 50 118 124 HSK80F

EXC-Spannzangenfutter, durch Excenter angetriebenes Spannzangenfutter, zur Erzeugung maximaler Haltekrafte.
Betd&tigung durch Schwenkbewegung des Excenters 180° auf Anschlag. Das eingespannte Werkzeug ist sicher gegen
.Herausziehen” (z.B. 440 Nm bei Schaft @25mm). Das EXC-Spannzangenfutter Uberzeugt durch sehr genaue Rund-
lauf- und Wiederholgenauigkeit bei Betatigung auf Anschlag. Der Spanndurchmesser ist fur Schaftdurchmesser hé
ausgelegt

EXC-Collet chuck, eccenter driven collet chuck for maximum holding power. Operation through swinging actuation
180° to the stop. The clamped shank is safe against extraction. The concentricity of the EXC-Collet chuck is keenly and
the actuation 180° to the stop ensures repeatibility. The chucking diameter is designed for one shaft diameter hé.

EXC-Spannzangenfuiter « Abmessungen
EXC-Collet chuck ¢ dimensions

89.016.120063 120 63 50 16 HSK63F
89.020.120.063 120 63 50 20 HSK63F
89.025.120.163 120 63 50 25 HSK63F




